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Instructions for the power supply cord 

A short power-supply cord is provided to reduce risks of getting tangled up or tripping over a longer cord. 

w Longer extension cords ore available and may be used if care is exercised in their use. 

w If a long extension cord is used: 

- the marked electrical rating of the extension cord should be at least as great as the electrical rating of the appliance 

- if the appliance is of the grounded type, the extension cord should be a grounding type 

- the cord may not hang from the table to avoid the risk of getting caught up in it. 

Electrical installation 

The appliance should be installed by a qualified electrician in accordance with applicable electrical 
codes and regulations. 

A Keep this booklet for consultation at any time. In the event of sale, transfer of the appliance or 
of the owner ensure that the booklet is kept with the appliance so that the new owner is in- 
formed of the operating instructions and warnings. 

A Read all instructions carefully. They contain important information regarding installation, oper- 
ation and safety. 

A Positioning 
Packaging material is not a toy for children and should be disposed of in accordance with 
regulations for separated waste collection. 

Installation must be carried out in compliance with these instructions by professionally qualified 
personnel. Incorrect installation may cause damage to persons, animals and objects. 
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A Important - Save for the local electrical inspector's use. 
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Validity 

These installation instructions apply to the model: 336.1 .38 

Important safeguards 

When using electrical appliances, basic safety precautions should always be followed to reduce the risk of fire, electric shock and 

injury to persons, including the following: 

1 . Read all instructions and information in this instruction book and any other literature included in this carton referring to this 

product before operating or using this appliance. 

2. Do not touch hot surfaces. Use handles or knobs. 

3.  To protect against fire, electric shock and personal iniury do not immerse cord, plugs or appliance in water or other liquid. 

4. Close supervision is necessary when any appliance is used by or near children. 

5. Unplug from outlet when not in use and before cleaning. Allow to cool before putting on or taking off parts, and before 

cleaning the appliance. 

6. Do not operate any oppiiance with a damaged cord or plug or after the appliance malfunctions or has been damaged in 

any way. Return appliance to the nearest authorized service centre for examination, repair or adjustment. 

7. The use of accessory attachments not recommended by the appliance manufacturer may result in fire, electric shock or per- 

sonal injury. 

8. Do not use outdoors. 

9. Do not let cord hang over edge of table or counter, or touch hot surfaces. 

10. Do not place on or near a hot gos or electric burner, or in a heated oven. 

1 1. Always turn appliance ((OFF)), then plug cord into the wall outlet. To disconnect, turn switch to .OFF)), then remove plug from 

wall outlet. 

12. Do not use appliance for other then intended household use. 

13. Use extreme caution when using hot steam. 

Save these instructions 

Caution 

This appliance is for household use. Any servicing, other than cleaning and user maintenance, should be performed by an autho- 

rized service centre. Do not immerse base in water. To reduce the risk of fire or electric shock, do not disassemble the base. There 

are no user serviceable parts inside. Repair should be done by authorized service personnel only. 

1 . Check voltage to be sure that the voltage indicated on the nameplate agrees with your voltage. 

2. Never use warm or hot water to fill the water tank. Use cold water only. 

3. Keep your hands and the cord away from hot parts of the appliance during operation. 

4. Never clean with scouring powders or hard implements. Simply use a soft cloth dampened with water. 

5. To avoid your coffee maker scaling up, use purified or bottled water. 
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Instructions for the power supply cord 

A short power-supply cord is provided to reduce risks of getting tangled up or tripping over a longer cord. 

w Longer extension cords ore available and may be used if care is exercised in their use. 

w If a long extension cord is used: 

- the marked electrical rating of the extension cord should be at least as great as the electrical rating of the appliance 

- if the appliance is of the grounded type, the extension cord should be a grounding type 

- the cord may not hang from the table to avoid the risk of getting caught up in it. 

Electrical installation 

The appliance should be installed by a qualified electrician in accordance with applicable electrical 
codes and regulations. 

A Keep this booklet for consultation at any time. In the event of sale, transfer of the appliance or 
of the owner ensure that the booklet is kept with the appliance so that the new owner is in- 
formed of the operating instructions and warnings. 

A Read all instructions carefully. They contain important information regarding installation, oper- 
ation and safety. 

A Positioning 
Packaging material is not a toy for children and should be disposed of in accordance with 
regulations for separated waste collection. 

Installation must be carried out in compliance with these instructions by professionally qualified 
personnel. Incorrect installation may cause damage to persons, animals and objects. 
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Preparing the appliance for installation 

1 . Remove drip tray B and plastic protection C from appliance A. A- 

2. Open panel D and verify that the internal connection pipe E is inserted into - I E 
the fitting shown in the figure. Close panel D 

A All protective parts must be attached so that 
cannot be removed without the aid of a tool. 

they 



Installation instructions 
Coffeecenter 
Type of construction 336.1.38 

Electrical connections 

Coffee machines with three-pole power cord are built for alternating current, with voltage and 
frequency shown on the rating plate aitached to the appliance. 

the installer is responsible for checking the correct connection of components and observing 
safety regulations. Before connecting make sure that: 

the socket is ea~hed and is compliant with statutory regulations 
m the socket is able to withstand the maximum power load of the appliance, shown on the 

rating plate 
w the supply voltage is within the values shown on the rating plate 
w the socket is compatible with the appliance's plug. Otherwise replace the plug or the socket, 

do not use extension leads or adaptors. 

Once the appliance is installed, the power cord and socket must be easy to reach. 

The power cord must not be subject to coiling or compression. 

The power cord must be checked regularly and replaced only by authorized technicians. 

the company accepts no responsibility for noncompliance with these regulations. 

Installing the power cable 
n 

1 . Put the plug in the tray socket on the rear of the appliance 

2. Connect the power cable to the mains 

The position of the power cable must be such that no section of it is above room temperature by 
more than 50 "C / 122 O F .  
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Water connection 

A Before connecting the supply pipe to the water mains, let the water flow until it is clear. 
The distance between the sources for the electric and the water connections have to comply with 
the regulations in force at the moment of installation. 

1 . Remove the protection cap from the water inlet F. 

2. Connect the supply hose G to the water inlet F. 
3 .  Connect the supply hose G to a cold water tap with a threaded 3/4 gas type connection. Open the cold water tap. 

4. Make  sure that there are neither bends nor constrictions in the supply hose. 

The water pressure of the tap has to be within the values shown in the 'Technical data' table. 
If the length of the supply hose is not sufficient, please refer to a specialized point of sale or an 
authorized technician. 
Never employ used or old supply hoses, but only those provided with the appliance. 
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Installation 

1 . Carefully insert the appliance A in the cabinet niche. Mount two screws H into the lower cabinet 

2. Mount one screw J carefully into the upper cabinet. 

3 .  Close panel D. 
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Technical data 

Appliance figures 

Pump pressure I 1.5 MPa I 15  bar 

37.8 cm 
59.6 cm 
32.6 cm 
1 5 0  cm 

Height 

Width 
Depth 
Cable lenath " 
Weight 
Shell material 
Coffee bean hopper 

14.88" 
23.46" 
12.84" 

59" 

Water supply 

I 

. . 
Boiler 
Control panel 

55.12 Ibs 

I 

2 stainless steeloluminurn 
Push button 

Safety Device 

25 kg 

Boiler I Pressure safety valve 

8 bar 
0.5 bar 
1.7 liters 

maximum pressure 
minimum pressure 
Water tank (removable) 

Heating Devices I Safety thermostat 

Metal 

0.8 MPo 
0.05 MPa 

57.48 fluid ounces 

Electrical connection 

1 0  ounces 3 0 0  g 

Current I 1 5 A  (120V)  

Nominal voltage / frequency 
Connected wattage 

Subject to engineering and manufacturing changes due to technological developments. 

120 V- 6 0  Hz 
1250 W 

The appliance conforms to the European Directive 89/336/EEC (Italian Legislative Decree 476 
dated 04/ 1 2/92) concerning electromagnetic compatibility. 
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