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Brew Unit

 Ñ  Pull lower part of 
nozzle downward.

 Ñ  Clean under running 
water without detergent.

nozzle

u Open maintenance 
door (push button 
is behind cover).

u  Slide PUSH to the 
right and remove 
brewunit.

u  remove drip tray. 
u  Push back coffee spout, 

fasten drip guard.

u  reinsert top strainer; 
turn key clockwise. 
remove key.

u  reinsert the brewunit 
into the machine.

u  Insert key and turn  
counter-clockwise; remove 
top strainer. Clean and 
dry top strainer.

WarnIng  Scalding and electric shock hazard. 
 Ñ  Switch off appliance before opening maintenance door.

u  Insert drip tray; 
replace coffee 
spout.

u  Close maintenance 
door; reset drip guard 
to previous position.

CaUTIOn  
Scalding hazard from hot 
nozzle. 
 Ñ  Use handles or knobs or 

allow to cool down.
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Descaling Perform whenever plain text display shows
Depending on water quality, descale appliance every 3 – 4 months.

u   Open operating panel.
u   Connect to watertank 

( ). Press  on surface 
to detach supply pipe.

u    Take out waterfi lter. Add 
 descaling agent in accordance 
with manufacturer‘s instructions 
and dilute with water (min. 1 liter). 
reinsert watertank.

u   Place large container 
(min. 1 liter) beneath nozzle.

u   Press key 

u   Press key  .
u    Select 

u    Press key .   
This starts the descaling 
process.

The appliance runs 
automatically at 1-minute 
intervals until the message: 

is displayed. Continue
with «rinsing».

Preparation

Starting Descaling

CaUTIOn  Descaling agent can be harmful to health. 
u  rinse and clean the appliance and the brewunit properly according to the instructions. 

notice   risk of malfunction and damage to appliance and surfaces.
u Only use descaling agents that are suitable for this appliance. Never use vinegar.
u Place appliance on a surface resistant to descaling agents, coffee and other fl uids.

The descaling process lasts 30 minutes and cannot be interrupted.

Descaling
Yes

Machine is 
descaling

Decalcify

Yes

Rinse machine
Fill watertank
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rinsing

Finishing Descaling

 Ñ Thoroughly rinse water  
 tank.
 Ñ Fill with fresh water.

 Ñ Press key .
 rinsing begins. 

You can interrupt and
continue rinsing by
pressing the key .

rinsing is complete as 
soon as the plain text 
display indicates:   

 Ñ Press key .

 Ñ Thoroughly rinse water  
 tank.

 Ñ Insert waterfi lter.  Ñ Fill with fresh water.
 Ñ reinsert watertank.

 

 Ñ Press key . 
 Venting begins.
 Ñ Draw hot water until 
 a steady jet of water 
 is produced.
 Ñ Press key to fi nish.

If the appliance is 
connected to the direct 
water supply...
 Ñ   ...press  on surface 

to detach supply pipe. 
Then connect to direct 
water supply ( ).

Rinse machine
Press water key

Rinsing finished
Press water key
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Cleaning Cycle

 Ñ  Add coffee-oil solvent 
to brewunit.

 Ñ   Insert brewunit.

 Ñ   Press key .

  Ñ   Place container 
beneath coffee spout.

notice   risk of damage from incorrect cleaning.
 Ñ   Never clean with scouring powders or hard cleaning utensils. Use coffee-oil solvent only. 

Clean appliance every two weeks or after 250 cups.

Ñ   Select     
by pressing key .

 Ñ   Confi rm by pressing 
key .

 Ñ   Approx. 8.5 dl of water 
is pumped out in approx.

 7 minutes.

 Ñ   Select     

by pressing key  .

Ñ   Confi rm by pressing 
key .

If the appliance is connected 
to the direct water supply...
 Ñ  ...fi ll the watertank with 

fresh water.

Energy saving
Rinsing

YesRinsing cycle
Factory settings

Rinsing cycle
Yes
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Troubleshooting
 Always follow the instructions. Any other servicing shall be performed by the Customer Service.

■   Brewunit cannot be 
 removed for cleaning.

■   Appliance takes a long 
time to heat up.

■   No hot water or steam   
produced.

■  Coffee is not hot enough.

■  No illumination.

■   Too little coffee or none at all 
is produced.

■   Appliance does 
not switch on.

See 
Page

Ñ Turn on main switch. 11
Ñ Check power connection.
Ñ Check fuse in interior installation of building.

Ñ Preheat cups with hot water. 16
Ñ Set brewing temperature correctly. 12

Problem remedy

Ñ Switch off appliance!  18
Ñ Clean nozzle. 

Ñ Descale appliance. 19

Ñ Close maintenance door. 
Ñ Switch on appliance (initializes brewunit). 

Ñ Check grinder setting and AromaControl. 14

Ñ Switch on main switch. 11
Ñ Adjust illumination. 12

Ñ Press key . 

Ñ Descale appliance. 21

Ñ Fill watertank with fresh drinking water.  12

Ñ Fill bean container. 13

Ñ Open maintenance door, empty dregdrawer. 19

Ñ Close the operating panel

Ñ Insert the Brewunit in it‘s place. 

■   Brewunit cannot be     
reinstalled after cleaning.

Ñ Press PUSH so that locking/unlocking 
     lever engages.

adjust illumination remedy

Energy saving

Decalcify

Fill watertank

Coffee beans empty

Dregdrawer full

Close control panel

Brewunit missing
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Ñ  Insert brewunit correctly. 20
If this doesn‘t help, call Customer Service.

Ñ Insert drip tray/dregdrawer correctly. 19

Ñ Close maintenance door. 11

Ñ Vent system (during initial use). Press key . 

Ñ Call Customer Service.

Ñ Call Customer Service.

Ñ Call Customer Service.

Message remedy

Technical Specifi cations

Voltage Rating
Shell material
Dimensions (w x h x d)

Weight
Cord length
Operating panel
Watertank
Coffee bean hopper capacity
Water connections

Pump pressure
Boiler
Safety devices

n 120V/60Hz/1250W/15A
n Metal
n  595 x 380 x 320 (mm) 

23.46 x 14.88 x 12.84 (inch)
n 23 kg /51 lbs
n 1200 mm /47¼“
n Pushbutton
n 1.75 liters /59.17 fl uid ounces
n 300 g /10 ounces of coffee beans
n  Maximum pressure 0.8 MPa (8 bar) 

Minimum pressure 0.05 MPa (0.5 bar)
n 0.15 MPa (15 bar)
n  2 – Stainless Steel – Aluminum
n  Boiler pressure safety valve

See 
Page

Subject to engineering and manufacturing changes due to technological developments.

The machine conforms to the Underwriters Laboratories Standard UL 1082 and the 
Canadian Standard C22.2 No. 64-M91. 

See 
Page

Brewunit blocked

Dregdrawer missing

Close door

Ventilate

Brewunit blocked

Grinder blocked

Fault on
water system



KÜPPERSBUSCH  USA  
1883 Massaro Blvd. 

Tampa, Florida 33619 
Telephone: 813-288-8890 Fax: 813-288-8604  

Customer Care Line: 1 - 800 - 459 - 0844  
www.kuppersbuschusa.com 

KÜPPERSBUSCH  IS A BRAND  OF TEKA USA, INC . 

J336.250-0
THE FUTURE OF COOKING SINCE 1875 


